
Operation:
SK-70 Float Steam Trap is used for discharging the condensate by a mechanical float system. When the system starts up, 
thermostatic air vent is activated and discharges the air in the system. After this process, incoming steam will close the 
air vent. However when condensate reaches the steam trap, the float rises and open the main valve and discharges the 
condensate. As soon as the condensate discharge is completed and the steam reached into the trap, the float goes down 
and closes the valve. 

Installation:
SK-70 can be used vertically as the inlet to stay up the top and the outlet to remain at the bottom. It can also  be installed 
horizontally from right to the left or opposite way. If it is not indicated differently in the order sheet, it will be assumed as 
right to the left.
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FLOAT TYPE STEAM TRAP
GENERAL FEATURES

OPERATING 
CONDITIONS

Max. Operating 
Pressure

25 bar

Body 
Pressure Class

PN32

Max. Differential 
Pressure ( P)

4.5-10-
14 bar

Max. Operating 
Temperature

250˚C

SK-70

ANSI DIN
EN250°C

Red Chart : p= 14 bar
Blue Chart : p= 10 bar
Black Chart : p= 4.5 bar

Discharge Chart:
(1/2" - 3/4" - 1") 11/4" - 2")



SK-70 WITH AIR VENT

Main Valve Group

Air Vent Group
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SK-70 FLOAT TYPE STEAM TRAP

PART LIST

NO PART NAME MATERIAL

1 Body Cast Steel GS-C25

2 Cover Cast Steel GS-C25

3 Thermostatic Capsule Stainless Steel AISI 304

4 Thermostatic Steat Stainless Steel AISI 304

5 Float Seat Stainless Steel AISI 304

6 Ball Stainless Steel AISI 440 °C

7 Float Lever Stainless Steel AISI 304

8 Float Stainless Steel AISI 304

CONSTRUCTION

DIMENSIONS

DIMENSIONS

Dia Art. No
Flanged

ØD(mm) Øk (mm) Øg(mm) b(mm) Øin(mm) A(mm) H1(mm) H2(mm) H(mm) L1(mm) L2(mm) L(mm)

DN 32 703280202010 140 100 78 20 18x4 190 237.5 107.5 207 277 245 320

DN 40 703280202013 150 110 88 20 18x4 190 237.5 107.5 207 277 245 320

DN 50 703280202016 160 125 102 22 18x4 220 262 124 230 290 252 320

Dia Art. No
Threaded

ØD (mm) A (mm) H1 mm) H2 (mm) H (mm) L1 (mm) L2 (mm) L (mm)

1 1/4" 703280201010  70 190 207 237.5 207 107.5 277 270

1 1/2" 703280201013 70 190 207 237.5 207 107.5 277 270

2" 703280201016 80 220 230 230 220 124 290 300

SK-70 WITH AIR VENT

Main Valve Group

Air Vent Group


