DECLARATION OF PERFORMANCE

DOP: LW0022017

1. Unique identification code of the product-type:

DOP: LW0022017

2. Intended use:

Floor covering for use in buildings

3. Manufacturer:

Kronoflooring GmbH, Mihlbacher Strasse 1, 01561 Lampertswalde, Germany

4. Authorized representative:

not applicable

5. System(s) of assessment and verification of constancy of performance (AVCP):

System 3

6. a) Harmonized standard:

EN 14041:2004/AC:2006

6. b) Notified body (bodies):

NB 0766  eph Entwickiungs- und Priiflabor Holztechnologie GmbH,
Zellescher Weg 24, D-01217 Dresden

NB 0767 MPA Dresden,
Fuchsmtihlenweg 6F, D-09599 Freiberg

7. Declared performance(s)

Essential characteristics Performance Harmonised technical specification
Reaction to fire @ Cy-s1 EN 14041: 2004/AC:2006
Content of Pentachlorophenol 'PEC? <5ppm EN 14041: 2004/AC:2006
Emission of formaldehyde 'Hg E1 EN 14041: 2004/AC:2006
Watertightness NPD EN 14041: 2004/AC:2006
Sliding behavior @ DS EN 14041: 2004/AC:2006
Electrical behavior rfi S2kV EN 14041: 2004/AC:2006
Thermal conductivity 0,08 W/(m-K) EN 14041: 2004/AC:2006
Durability in relation to reaction to fire not applicable EN 14041: 2004/AC:2006

8. Appropriate technical documentation and/or Specific Technical Documentation:

not applicable

The performance of the product identified above is in conformity with the set of declared performances. This declaration of performance is issued, in accordance with Regulation
(EU) No 305/2011, under the responsibility of the manufacturer identified abov

Signed for and on behalf of the manufacturer by:

Markus Oberbauer, CEO

(name and function)

01.02.2018 Lampertswalde

(place and date of issue) s)gnature)

englisch

/




