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No. kg.

865200000 1/2”-  3/4” - 1” BSPT 230 V 4,2 1
866200000 1/2”- 3/4”- 1”- 1.1/4” BSPT 230 V 4,9 1
865213000 1/2”- 3/4”- 1” NPT 110 V 4,2 1
866203000 1/2”- 3/4”- 1”- 1.1/4” NPT 230 V 4,9 1
866213000 1/2”- 3/4”- 1”- 1.1/4” NPT 110 V 4,9 1

Fijatubos / Pipe holder
865008700 1,6 1

 No. 865008700

Roscadora electroportátil /  Portable power drive threader

SUPERTRONIC 1250
Especialmente diseñada para el trabajo de mantenimiento y usos en 
lugares de difícil acceso gracias a su diseño compacto en la cabeza.

La altura de la zona de roscado es la más pequeña del mercado.

Cambio de sentido de giro eléctrico para reducir el peso y maximizar 
la portabilidad.

Es obligatorio el uso del fijatubos de acero forjado.

Carcasa de plástico, reforzada de fibra de vídrio para proteger el motor.

Cuerpo de aluminio robusto y resistente.

Interruptor de marcha: sin bloqueo.

SUPERTRONIC 1250
Specially designed for maintenance work and use in confined spaces 
thanks to compact head design.

Height of threading area is the smallest in the market.

Electronic reversal of the direction of rotation to reduce weight and 
improve portability.

Forged steel pipe holder, recommended.

Glass reinforced plastic case to protect the motor.

Robust and resilient aluminium body.

Operating switch: non-blocking. 

Única en el mercado con sistema de transmisión a 
base de engranajes helicoidales.
Only threader in the market with helicoidal gear 
transmission system.

DATOS TECNICOS / TECHNICAL DATA

Capacidad / Capacity:	 1/2” - 1.1/4”
Corriente / Current:	 230V
	 110V
Roscas tipo / For threading of:	 BSPT - NPT
Peso / Weight:	 4,9 Kg.

Made in Spain




