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PEMCO iDRIVE 260 10W-40 API SN/CH-4

PEMCO iDRIVE 260 - yHMBepcasnbHOe BCECE30HHOE NMONYCUHTETMYECKOe MOTOpHOe Macno. CoaepXuT
YHUKanbHbIA NakeT npucagok, obecneynBatoLmili BbICOKME NPOTUBOM3HOCHbIE U 3HeprocbeperatoLne
CBOICTBa. M@apaHTMPyeT HaAEXHY CMasKy Jaxke NMpu HU3KMX TeMMepaTypax OKpyXatoLlein cpeabl.
SddekTMBHO NpeaoTBpalLaeT obpasoBaHMe NakoB M HarapoB. Pa3paboTaHo AN BCEX COBPEMEHHbIX
TUNOB ABUraTens, ¢ TypboHaaayBoM v 6e3, MHOroKManaHHbIX, C MPSAMbIM BMPbLICKOM, a TakXxe ANns
nBuraTtenelt, paboTarlmx Ha rase.

MpoAyKT MMeeT AOMYCKKN / COOTBETCTBYET crneundukaumsam /

npoayKTam

MSDS, eng Print TYPE Semi-synthetic Engine Oil

SAE 10W-40

API SN/CH-4

ACEA A3/B4

VOLKSWAGEN Norm 501 00/505 00, 502 00/505 00
MB 229.1 / 229.3

RENAULT RN 0700

FIAT 9.55535-G2

FIAT 9.55535-D2

SEAT 501 00/505 00, 502 00/505 00
SKODA 501 00/505 00, 502 00/505 00
AUDI 501 00/505 00, 502 00/505 00

XapakTepucTuKa npoaykra

CBOWCTBO MeTtopg EavHuua Pesynbtat
BsizkocTb npm 100°C D 445 CSt 13,96
BaskocTb npu 40°C D 445 Cst 92,20
[AnHamuyeckas BA3KOCTb

np -25°C D 5293 CcpP 6820
MHaeKkc BA3KOCTH D 2270 155
Knacc SAE 10W-40
TemnepaTtypa Bcnbiwkn COC D 92 °C 226
TemnepaTypa 3acTbiBaHUSA D 97 °C -38

MpuBeAEHHbIE AaHHbIE OCHOBAaHbI Ha CTAHAAPTHbLIX TeCTax B 1a6opaToOpPHbIX YCI0BUSX U
NpefoCTaBASIOTCS TOSIbKO Kak cripaBoyHble. [okasaTenu MoryT BapbUpoBaThCs B Npeaenax AonyCcTUMoi
HOPMbI.

O6BbEM

1L (PM0260-1)

4L (PM0260-4)

5L (PM0260-5)

5L (PM0260-5ME)
20L (PM0260-20)
60L (PM0260-60)
208L (PM0260-DR)
1000L (PM0260-IBC)
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