TexHu4yeckum nacnopT
npoaykTa

SR2MEMO02

KapTta namsatu gna npowmskn > 3.0

XapaKkTepucTukm
- [maBHas
CemeNncTBo NpoayKToB Zelio Logic
MpuHagnexHocTs / Kaptpuax namatn EEPROM

[ononHuTenbHO
Macca npogykta

o06o3HaveHne oTaenb-
HOWM poeTanu

MpuHagnexHocTs / TN KapTpuox namsatu
oTAenbHoOn getanuv

MpuHagnexHocTb / ka- OtaenbHble Yactn
Teropus "otaenbHas
netanb"

MpuHagnexHocTb / Ha- [1ns MukponporpammHoro obecneyeHuns Bepcumn >=
3HaYeHne OTAeNbHOM 3.0
netanu

0,01 kg

Okpyxatoas cpega

[ata eBponerickoro ceptucmkata COOTBETCTBUS
RoHS

0626

CocTtosiHne eBponerickoro ceptudukata RoHS

CootBeTtcTBME

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.
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